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1/4” - 2” Bar Stock Ball Valves Tested and
Certified by NSF

FEATURES

If you manufacture equipment or
have applications requiring ball
valves tested and Certified by

NSF for food oil, water, air, Co2, soft
drinks (carbonated & noncarbon-
ated) or syrups, Gemini Valve can
meet your needs.

Gemini Valve has serviced many
segments of the food equipment
industry for over twenty years.  Many
of our customers’ products are
Certified by NSF.  We offer 1/4” - 2”
ball valves that have been tested and
certified to NSF / ANSI 169 Special
Purpose Food Equipment and

Devices.  (formerly  NSF / ANSI Cri-
teria C2 - Special Equipment and /
or Devices.)  We are listed as
Components; Ball Valves, Food
Zone for the above listed medias.
Look for our listing in the latest ‘NSF
Listings’ publication.

All of our valves are designed,
manufactured and assembled in
Raymond, New Hampshire U.S.A.
under a Quality Management
Program.  We are a domestic
manufacturer.  When we say made
in the U.S.A., we mean more than
assembled in the U.S.A.  You can

be assured that our materials are
as specified, that our pipe threads
comply to ANSI B1.20.1 Standard,
and that all the other important de-
tails have been properly designed
and manufactured.  On-time deliv-
eries are part of our Quality
Program.

Don’t compromise on such a criti-
cal component in your equipment,
make sure you specify a valve
designed and manufactured by
Gemini Valve.

Special valve and handle configu-
rations to meet your specific appli-
cation requirements

Factory direct engineering support

Bubble-tight closure... every valve
is ‘bubble-tested’ under water to
assure the sealing integrity of all
sealing elements within each valve

Made in the U.S.A... we don’t miss
deliveries because the ship is late.
We are a domestic manufacturer
that takes pride in delivering qual-
ity products on time

-50 F to 450 F working temperature
rating... reinforced P.T.F.E. seals
enable the use of our valves in ap-
plications from Co2 down to -50 F
to hot cooking oil up to 450 F

Compact design... our bar stock
construction offers optimum
performance in minimal space
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Dimensions and Specifications

76 Series

Pressure - Temperature Chart

86 / 96 Series

Ratings
Pressure:
20 Micron Vacuum to 720 psi
(50.62Kg/cm2) C.W.P. (Cold Work-
ing Pressure) Non-Shock Service.
To 150 psi (10.54Kg/CM2) for Satu-
rated Steam.

Temperature:
-50 F to +450 F (-45 C to +232 C)

Carbon Steel and 316 Stainless Steel.  316 Stainless Steel Ball and
Stem Standard.

CAUTION: Care must be taken to assure that the internal media and
external environment are compatible with the valve materials.

LIMITED WARRANTY - Copy Available Upon Request.
Specifications subject to change without notice and without obligation on the part of the manufacturer.
Note: A small amount of lubricant is often used in the assembly of the internal components of the valve.

Materials


